
  24kW System Boiler
  24kW Combi Boiler
  28kW Combi Boiler
   28kW Combi C/W 

Integrated 40ltr Tank

GAS CONDENSING BOILER RANGE 
FROM 3.7 TO 31 KW

   Compact Dimensions for               
System & Combi Versions:       
700mm x 400mm x 299mm

   Stainless Steel Heat Exchanger

   Large LCD Display
   4-Pipe System Boiler c/w Integral 

Zone Valve

   Brass Hydroblock

   GCO Combustion Control System

   Class A Modulating Pump

    Integrated Filling Cock

   Soundproof Boiler Casing <50 dB(A)

   Mounting Template Included
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SYSTEM VERSION BIC VERSION
40-Litre Stainless Steel 

Storage Tank

MPX 24 
COMPACT

20/24 MI 
COMPACT

24/28 MI 
COMPACT

28/33 MI 
COMPACT

28/33 
BIC

Generator Type System Micro-
accumulation

Micro-
accumulation

Micro-
accumulation

Intergrated 
40L Tank

Power Range 3,7 - 26,1kW 3,7 - 21,8kW 4,1 - 26,1kW 5,1 - 30,6kW 5,1 - 30,6kW

Rated Power in hot 
water mode - 24kW 28kW 33kW 33kW

Specifi c Range DHW at 
DT=30K according to 
EN13203-1

- 11,5 L/min 13,4 L/min 15,8 L/min 18,3 L/min

Dimensions
W x H x D

400 x 700 x 
299 mm

400 x 700 x 
299 mm

400 x 700 x 
299 mm

400 x 700 x 
299 mm

600 x 950 x 
466 mm

Net Weight 30kg 34kg 34kg 35kg 67,5kg


